
M A G N E T I C  T R A C K  L E D



Ons design team is  gespecia l iseerd in  LED productontwerp, 
onderzoek en ontwikkel ing en wi j  fabr iceren LED s inds  1990. 
Wi j  leveren odm/oem service  lokaal  en internat ionaal  en z i jn 
24/7 beschikbaar  om uw laatste  markt  of  project  wensen 
te  implementeren.  Onze staf  i s  gewend met  architecten, 
winkelketens  waar  onder  juwel iers  maar  ook met  bi jvoorbeeld 
inter ieurbouwers  te  werken en wi j  s taan bekend om onze 
hands-on aanpak en ingenieuze state  of  the art  product 
oploss ingen.

Team en ervaring:

Wij  hebben een gepass ioneerd design team en hebben veel 
ervar ing projecten bi jzonder ,  prakt isch en duurzaam in  te 
vul len.  Onze ver l icht ing wordt  ontworpen in  Neder land en wi j 
produceren in  een moderne LED fac i l i te i t  in  China.  Onze staf 
ontzorgt  u  met  vol ledige industr ie  samenwerking,  product ie , 
kwal i te i tscontrole ,  ontwerp en lever ing wereldwi jd .  Wi j  z i jn  in 
staat  verschi l lende toepass ingen aan te  bieden voor  winkels , 
grootwinkel  bedr i j f ,  musea,  hotel  en kantoor  maar  wordt  onze 
ver l icht ing ook in  restaurants  gebruikt .  Natuur l i jk  kunt  u  de 
eenvoudig te  monteren ver l icht ing ook thuis  gebruiken.

 

Juwelier  special isatie:

Wij  z i jn  t radit ie  getrouw nauw met  de juwel iers  branche 
betrokken.  Deze ervar ing kenmerkt  z ich door  mooie  ver l ichte 
v i t r ines  met  helder  sprankelend l icht  en warme k leuren.

Onze magnet ische led is  industr ie  le idend door  dr ie 
aspecten CRI  (colour  render ing index) ,  uni formiteit  en 
eenvoudig f lex ibel  des ign.  Dit  in  combinat ie  met  de best  LED 
technologie ,  s l imme maar  k le ine ver l icht ing en het  voldoen 
aan de internat ionale  industr ie  standaards  geeft  u  een LED 
oploss ing waaraan u mogel i jk  nog niet  gedacht  heeft .

Lux7,  de keuze voor  volmaakt  l icht!

Kwaliteit  en test  procedures:

Met een fotometer ,  een opt isch meet instrument ,  kunnen 
wi j  de nagebootste  l ichtomstandigheden nauwkeur ig 
karakter iseren met  behulp van de gestandaardiseerde IES-
bestanden ( I l luminat ing Engineer ing Society) .

Deze bestanden s laan voor  ieder  getest  armatuur  de l icht 
hoeveelheden en maten op,  dat  i s  nutt ig  voor  de s imulat ie 
van ver l icht ingssystemen voor  ze  in  de gebouwen z i jn 
geïnsta l leerd.  Wi j  z i jn  gewend met  deze IES  bestanden te 
werken en het  ontwerp aan te  passen aan u  speci f ieke wensen 
en u  te  voorz ien van een ver l icht ing s imulat ie .  Hierdoor 
bent  u  f lex ibel  en kunnen projecten ta i lor  made en project 
speci f iek  worden aangeboden. 

 

Kwal i te i t  &  innovat ie  is  noodzaak en ons  karakter .  Lux7 en 
haar  fabr iek  z i jn  1SO9001 gecert i f iceerd en wi j  werken met 
diverse  controle  programma’s .  Onze producten betref fen 
e igen ontwerpen en z i jn  gepatenteerd.  Onze str ikte 
kwal i te i tscontrole  regels  werken het  hele  ontwerp/fabr icage 
en lever ingsproces  door .  Wi j  z i jn  dagel i jks  bereid  te  leren, 
procedures  aan te  passen om de hoogste  kwal i te i t  voor  onze 
k lant  te  waarborgen. 

 

Hand slag kwaliteit :

Wij  voldoen aan u wensen maar  a l t i jd  met  een scherp oog 
voor  het  mi l ieu en de toekomst  voor  onze k inderen.  Wi j 
produceren energiezuinige ver l icht ing welke extreem veel 
l icht  geeft  en weinig  energie  gebruikt .  Ook verwarmt deze 
ver l icht ing niet  de ruimte en hoeft  u  dus  minder  te  koelen. 
Dubbel  op dus ,  dat  i s  de volmaaktheid van Lux7.  

 

Waar wij  voor  staan:

Lux7by Hol land Eco zet  a l  haar  capacite i t  in  om een mooiere 
wereld te  creëren voor  ons  a l len met  br i l jante  en bovendien 
mi l ieuvr iendel i jke  ver l icht ing.

WELKOM!

b y
H o l l a n d  E c o

V O L M A A K T  L E D

L U X 7  B Y  H O L L A N D  E C O

N E T H E R L A N D S : 

P O P O V S T R A A T  5 6  8 0 1 3 R K  Z W O L L E

E M A I L :  I N F O @ H O L L A N D E C O . N L
T E L .  N O . : + 3 1 ( 0 )  6  5 4  2 7 7  0 7 9

W E B S I T E :  W W W . H O L L A N D E C O . N L Lux7 kenmerkt  z ich met  innovat ieve led oploss ingen en bestaat  s inds  2012.
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MAGNETIC TRACK LIGHT - SPOT STARS

Model number: T6010

Available in Silver / Black / white

MAGNETIC TRACK LIGHT - SPOT STARS PLUS

Model number: T6011

Available in Silver / Black / white

M A G N E T I C  T R A C K  L I G H T  -  S P O T  S T A R S

M A G N E T I C  T R A C K  L I G H T  -  S P O T  S T A R S

H I G H  C R I  P E R F O R M A N C E

R A > 8 0 ,  R A > 9 0  A N D  R A > 9 5  T H R E E  L E V E L  O P T I O N S
D I S P L A Y  N O T  O N L Y  B R I L L I A N T  B U T  A L S O  R E D U C T I V E  C O L O R S

1W
Ra
>90

3
STEP

60lm
/W 3000k

4000k

CCT
CV

24V DC 2W
Ra
>90

3
STEP

60lm
/W 3000k

4000k

CCT
CV

24V DC
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MAGNETIC TRACK LIGHT - SPOT MERCURY

Model number: T6020

Available in Silver / Black / white

MAGNETIC TRACK LIGHT - SPOT MARS

Model number: T6021

Available in Silver / Black / white

M A G N E T I C  T R A C K  L I G H T  -  S P O T  M E R C U R Y M A G N E T I C  T R A C K  L I G H T  -  S P O T  M A R S

Magnet feet

Track

Outlet cable for driver connection

Magnet feet

Track

Outlet cable for driver connection

1W
Ra
>90

3
STEP

60lm
/W 3000k

4000k

CCT
CV

24V DC
CV

24V DC 2W
Ra
>90

3
STEP

60lm
/W 3000k

4000k

CCT
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MAGNETIC TRACK LIGHT - SPOT VENUS

Model number: T5010

Available in Silver / Black / white

MAGNETIC TRACK LIGHT - SPOT EARTH

Model number: T5011

Available in Silver / Black / white

M A G N E T I C  T R A C K  L I G H T  -  S P O T  V E N U S M A G N E T I C  T R A C K  L I G H T  -  S P O T  E A R T H

CV
24V DC 1W

Ra
>90

3
STEP

60lm
/W 3000k

4000k

CCT
CV

24V DC 2W
Ra
>90

3
STEP

60lm
/W 3000k

4000k

CCT
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MAGNETIC TRACK LIGHT - SPOT URANUS

Model number: T5012

Available in Silver / Black / white

MAGNETIC TRACK LIGHT - SPOT NEPTUNE

Model number: T6023

Available in Silver / Black / white

M A G N E T I C  T R A C K  L I G H T  -  S P O T  U R A N U S M A G N E T I C  T R A C K  L I G H T  -  S P O T  N E P T U N E

CV
24V DC 3W

Ra
>90

3
STEP

60lm
/W 3000k

4000k

CCT CV
24V DC 4W

Ra
>90

3
STEP

70lm
/W 3000k

4000k

CCT
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F A M I L Y  P O R T R A I  O F  O R B I T  T R A C K  S P O T  L I G H T
8  B R O T H E R S  A N D  S I S T E R S ,  T H E R E ’ S  A L W A Y S  O N E  F O R  Y O U ! 
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ORBIT TRACK PLUS

Model number: T8000

In Black / white

POWER CONNECTER PLUS

Model number: T8001

In Black / white

TRACK CONNECTER PLUS

Model number: T8001-2

In Black / white

A C C E S S O R I E S  -  O R B I T A C C E S S O R I E S  -  O R B I T  P L U S

ORBIT TRACK

Model number: T6000

In Black / white

POWER PLUG

Model number: T6001

In Black / white

CORNER PLUG

Model number: T6002

In Black / white

LINK PLATE

Model number: T6003

In Black / white

POWER CONN.

Model number: T6005

In Black / white

TRACK CONN.

Model number: T6005-2

In Black / white

Corner Plug

Power Plug  

Linker Plate

End Cover
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MAGNETIC TRACK LIGHT - SPOT SATURN
Model number: T8010

Available in Silver / Black / white

MAGNETIC TRACK LIGHT - SPOT JUPITER

Model number: T8011

Available in Silver / Black / white

M A G N E T I C  T R A C K  L I G H T  -  S P O T  S A T U R N M A G N E T I C  T R A C K  L I G H T  -  S P O T  J U P I T E R

CV
24V DC 6W

Ra
>90

3
STEP

80lm
/W 3000k

4000k

CCT
CV

24V DC 10W
Ra
>90

3
STEP

80lm
/W 3000k

4000k

CCT
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LINEAR HALLEY -  30�
Model number: T6041 & T6040

Available in Silver / Black / white

LINEAR HALLEY- 45�
Model number: T6051 & T6050

Available in Silver / Black / white

M A G N E T I C  T R A C K  L I G H T  -  L I N E A R  H A L L E Y

LINEAR HALLEY - FLAT

Model number: T6031 & T6030

Available in Silver / Black / whitev

M A G N E T I C  T R A C K  L I G H T  -  L I N E A R  H A L L E Y

magnet

track

magnet

track

Ra
>90

3
STEP

80lm
/W

0.2W
/LED3000k

4000k

CCT

CTM

L
CV

24V DC 3W

CV
24V DC

Ra
>90

3
STEP

80lm
/W

1W
/LED3000k

4000k

CCT

CTM

L
3W

CV
24V DC

Ra
>90

3
STEP

80lm
/W

0.2W
/LED3000k

4000k

CCT

CTM

L
3W

CV
24V DC

Ra
>90

3
STEP

80lm
/W

1W
/LED3000k

4000k

CCT

CTM

L
3W

CV
24V DC

Ra
>90

3
STEP

80lm
/W

0.2W
/LED3000k

4000k

CCT

CTM

L
3W

CV
24V DC

Ra
>90

3
STEP

80lm
/W

1W
/LED3000k

4000k

CCT

CTM

L
3W
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F L E X I B L E  T R A C K

C U T T I N G  A N D  A S S E M B L Y
T H E R E  I S  A  C O M P L E T E  R A N G E  O F  C O N N E C T E R S

S A T I S F Y  A L L  W A Y S  O F  T R A C K  I N S T A L L A T I O N

S Y M B O L  I N D E X

n˚
REFL

n˚-n˚
ZOOM

n˚
LGB

DIFF

NKD

n K

CCT

ADJ.

H

Color Temperature Character

Color Rendition Index (CRI) Character

Color Tolerance (SDCM) Character

Constant Current n mA

Power (Watts)

Constant Voltage n V DC

High Power Electric Supply

Turning Angle n˚

Light Guide Board

Zoom Beam Angle Range

Customized Length

Customized Height

Power Per LED Chip

Naked LED

Optical Lense Beam Angle Options

Adjustable Height

LIGHTING

POWER

PROFILE

DISTRIBUTION

SPECIAL

CC
n mA

n W

n
STEP

n lm
/W

CV
n V DC

220
240
VAC

AUTO
ROT.

CTM

H

CTM

L

n W
/LED
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T E S T  R E P O R T S
HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 20160401005

NAME: track spotlight TYPE:T6010/T6020 WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: East Bright Lighting Address:Changping Town Dongguan City China.

0

30

60

90

120

150-150

-120

-90

-60

-30

UNIT:cd
C0/180

UNIT:cd

C30/210

UNIT:cd

C60/240

UNIT:cd

C90/270
AVERAGE BEAM ANGLE(50%):23.1 DEG

0

60

120

181

241

301

LUMINOUS INTENSITY DISTRIBUTION

-90 -60 -30 0 30 60 90
ANGLE(DEG)

LUMINOUS INTENSITY DISTRIBUTION

0

60

120

181

241

301

I
N
T
E
N
S
I
T
Y
(
c
d
)

C0/180
C30/210
C60/240
C90/270

DATA OF LAMP

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)

Effictive Flux(lm)

•

•

S/MH(C0/180)

S/MH(C90/270)

Voltage(V)

Current(A)

Power(W)

Power Factor(PF)

EEI

OSRAM 3030

1

12

81.4

1

11.5

300.8

100.0

81.385

59.4

5.8

94.2

56.3

0.45

0.54

11.53

0.118

1.370

1.000

0.146

Test System:HOPOO HPG1800 Test Set: 8.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:9.070 mOperators:Lang
Test Date:2016-04-01 Remarks:

Page 1 Of 6

HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 20160429011

NAME: track spotlight TYPE:T6011 T6021 WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: East Bright Lighting Address:Changping Town Dongguan City China.

0

30

60

90

120

150-150

-120

-90

-60

-30

UNIT:cd
C0/180

UNIT:cd

C30/210

UNIT:cd

C60/240

UNIT:cd

C90/270
AVERAGE BEAM ANGLE(50%):22.9 DEG

0

105

210

315

420

525

LUMINOUS INTENSITY DISTRIBUTION

-90 -60 -30 0 30 60 90
ANGLE(DEG)

LUMINOUS INTENSITY DISTRIBUTION

0

105

210

315

420

525

I
N
T
E
N
S
I
T
Y
(
c
d
)

C0/180
C30/210
C60/240
C90/270

DATA OF LAMP

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)

Effictive Flux(lm)

•

•

S/MH(C0/180)

S/MH(C90/270)

Voltage(V)

Current(A)

Power(W)

Power Factor(PF)

EEI

OSRAM 3030

3

12

127.6

1

12.1

524.7

100.0

127.58

42.0

3.7

96.3

90.8

0.40

0.47

12.13

0.250

3.040

1.000

0.237

Test System:HOPOO HPG1800 Test Set: 8.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:9.070 mOperators:Lang
Test Date:2016-04-29 Remarks:
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HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 20160401005

NAME: track spotlight TYPE:T6010/T6020 WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: East Bright Lighting Address:Changping Town Dongguan City China.

0

30

60

90

120

150-150

-120

-90

-60

-30

UNIT:cd
C0/180

UNIT:cd

C30/210

UNIT:cd

C60/240

UNIT:cd

C90/270
AVERAGE BEAM ANGLE(50%):23.1 DEG

0

60

120

181

241

301

LUMINOUS INTENSITY DISTRIBUTION

-90 -60 -30 0 30 60 90
ANGLE(DEG)

LUMINOUS INTENSITY DISTRIBUTION

0

60

120

181

241

301

I
N
T
E
N
S
I
T
Y
(
c
d
)

C0/180
C30/210
C60/240
C90/270

DATA OF LAMP

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)

Effictive Flux(lm)

•

•

S/MH(C0/180)

S/MH(C90/270)

Voltage(V)

Current(A)

Power(W)

Power Factor(PF)

EEI

OSRAM 3030

1

12

81.4

1

11.5

300.8

100.0

81.385

59.4

5.8

94.2

56.3

0.45

0.54

11.53

0.118

1.370

1.000

0.146

Test System:HOPOO HPG1800 Test Set: 8.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:9.070 mOperators:Lang
Test Date:2016-04-01 Remarks:

Page 1 Of 6

MTL - SPOT STARS

Model number: T6010

PAGE 14

MTL - SPOT STARS

Model number: T6011

PAGE 14

MTL - SPOT MERCURY

Model number: T6020

PAGE 16

MTL - SPOT URANUS

Model number: T5012

PAGE 22

MTL - SPOT NEPTUNE

Model number: T6023

PAGE 23

MTL - SPOT SATURN

Model number: T8010

PAGE 28

MTL - SPOT MARS

Model number: T6021

PAGE 17

MTL - SPOT VENUS

Model number: T5010

PAGE 18

MTL - SPOT EARTH

Model number: T5011

PAGE 19

HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 20160429011

NAME: track spotlight TYPE:T6011 T6021 WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: East Bright Lighting Address:Changping Town Dongguan City China.

0

30

60

90

120

150-150

-120

-90

-60

-30

UNIT:cd
C0/180

UNIT:cd

C30/210

UNIT:cd

C60/240

UNIT:cd

C90/270
AVERAGE BEAM ANGLE(50%):22.9 DEG

0

105

210

315

420

525

LUMINOUS INTENSITY DISTRIBUTION

-90 -60 -30 0 30 60 90
ANGLE(DEG)

LUMINOUS INTENSITY DISTRIBUTION

0

105

210

315

420

525

I
N
T
E
N
S
I
T
Y
(
c
d
)

C0/180
C30/210
C60/240
C90/270

DATA OF LAMP

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)

Effictive Flux(lm)

•

•

S/MH(C0/180)

S/MH(C90/270)

Voltage(V)

Current(A)

Power(W)

Power Factor(PF)

EEI

OSRAM 3030

3

12

127.6

1

12.1

524.7

100.0

127.58

42.0

3.7

96.3

90.8

0.40

0.47

12.13

0.250

3.040

1.000

0.237

Test System:HOPOO HPG1800 Test Set: 8.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:9.070 mOperators:Lang
Test Date:2016-04-29 Remarks:
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HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 

NAME: T5012 TYPE: WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: HANHUI Address:

0

30

60

90

120

150-150

-120

-90

-60

-30

UNIT:cd
C0/180

UNIT:cd

C30/210

UNIT:cd

C60/240

UNIT:cd

C90/270
AVERAGE BEAM ANGLE(50%):20.6 DEG

0

169

337

506

674

843

LUMINOUS INTENSITY DISTRIBUTION

-90 -60 -30 0 30 60 90
ANGLE(DEG)

LUMINOUS INTENSITY DISTRIBUTION

0

169

337

506

674

843

I
N
T
E
N
S
I
T
Y
(
c
d
)

C0/180
C30/210
C60/240
C90/270

DATA OF LAMP

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)

Effictive Flux(lm)

•

•

S/MH(C0/180)

S/MH(C90/270)

Voltage(V)

Current(A)

Power(W)

Power Factor(PF)

EEI

HH-1220L-XP

3

24

168.1

1

24.1

847.8

100.0

168.07

62.5

3.7

96.3

123.2

0.30

0.44

24.12

0.111

2.690

1.000

0.170

Test System:HOPOO HPG1800 Test Set: 8.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:9.070 mOperators:
Test Date:2018年05月03日 Remarks:

Page 1 Of 6

HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: T5010

NAME: 1W万向节磁导小射灯 TYPE:T5010 WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: EBL Address:

0

30

60

90

120

150-150

-120

-90

-60

-30

UNIT:cd
C0/180

UNIT:cd

C30/210

UNIT:cd

C60/240

UNIT:cd

C90/270
AVERAGE BEAM ANGLE(50%):21.4 DEG

0

84

169

253

338

422

LUMINOUS INTENSITY DISTRIBUTION
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ANGLE(DEG)

LUMINOUS INTENSITY DISTRIBUTION

0

84

169

253

338

422

I
N
T
E
N
S
I
T
Y
(
c
d
)

C0/180
C30/210
C60/240
C90/270

DATA OF LAMP

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)

Effictive Flux(lm)

•

•

S/MH(C0/180)

S/MH(C90/270)

Voltage(V)

Current(A)

Power(W)

Power Factor(PF)

EEI

OSRAM LP-5M-L1-350

1

24

89.7

1

24.0

422.4

100.0

89.733

69.6

4.2

95.8

63.2

0.51

0.46

24.00

0.053

1.290

1.000

0.128

Test System:HOPOO HPG1800 Test Set: 8.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:9.070 mOperators:
Test Date:2018年10月11日 Remarks:
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HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 

NAME: 4W小射灯 TYPE:T6023 WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: Address:

0

30

60

90

120

150-150

-120

-90

-60

-30

UNIT:cd
C0/180

UNIT:cd

C30/210

UNIT:cd

C60/240

UNIT:cd

C90/270
AVERAGE BEAM ANGLE(50%):40.0 DEG

0

94

189

283

378

472

LUMINOUS INTENSITY DISTRIBUTION
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ANGLE(DEG)

LUMINOUS INTENSITY DISTRIBUTION

0

94
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378
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(
c
d
)

C0/180
C30/210
C60/240
C90/270

DATA OF LAMP

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)

Effictive Flux(lm)

•

•

S/MH(C0/180)

S/MH(C90/270)

Voltage(V)

Current(A)

Power(W)

Power Factor(PF)

EEI

BXKE-40G0801-D-23

4

24

309.0

1

24.0

472.0

100.0

308.95

68.8

2.8

97.2

248.2

0.60

0.59

24.03

0.186

4.490

1.000

0.173

Test System:HOPOO HPG1800 Test Set: 8.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:9.070 mOperators:
Test Date:2018年09月12日 Remarks:
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HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 

NAME: T5011-OSRAM-35-HH-DEGREE TYPE: WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: Address:

0

30

60

90

120

150-150

-120

-90

-60

-30

UNIT:cd
C0/180

UNIT:cd

C30/210

UNIT:cd

C60/240

UNIT:cd

C90/270
AVERAGE BEAM ANGLE(50%):20.9 DEG

0

140

281

421

562

702

LUMINOUS INTENSITY DISTRIBUTION
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ANGLE(DEG)

LUMINOUS INTENSITY DISTRIBUTION

0

140

281

421

562

702

I
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(
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d
)

C0/180
C30/210
C60/240
C90/270

DATA OF LAMP

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)

Effictive Flux(lm)

•

•

S/MH(C0/180)

S/MH(C90/270)

Voltage(V)

Current(A)

Power(W)

Power Factor(PF)

EEI

HH-1220L-XP

2

24

139.0

1

24.2

701.9

100.0

139.04

68.5

3.7

96.3

100.3

0.40

0.40

24.16

0.084

2.030

1.000

0.148

Test System:HOPOO HPG1800 Test Set: 8.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:9.070 mOperators:
Test Date:2018年05月05日 Remarks:
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HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 

NAME: 6W变焦小射灯(L) TYPE:T8010(L) WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: Address:

0

30

60

90

120

150-150

-120

-90

-60

-30

UNIT:cd
C0/180

UNIT:cd

C30/210

UNIT:cd

C60/240

UNIT:cd

C90/270
AVERAGE BEAM ANGLE(50%):23.2 DEG

0

391

781

1172

1563

1954

LUMINOUS INTENSITY DISTRIBUTION
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ANGLE(DEG)

LUMINOUS INTENSITY DISTRIBUTION

0
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(
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d
)

C0/180
C30/210
C60/240
C90/270

DATA OF LAMP

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)

Effictive Flux(lm)

•

•

S/MH(C0/180)

S/MH(C90/270)

Voltage(V)

Current(A)

Power(W)

Power Factor(PF)

EEI

BRIDGElux V8

5

24

413.0

1

24.2

1954

100.0

413.03

75.2

2.9

97.1

307.6

0.36

0.41

24.19

0.226

5.490

1.000

0.180

Test System:HOPOO HPG1800 Test Set: 8.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:9.070 mOperators:
Test Date:2018年09月12日 Remarks:
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T E S T  R E P O R T S

MTL - SPOT JUPITER

Model number: T8011

PAGE 29

MTL - LINEAR HALLEY - FLAT

Model number: T6031 

PAGE 30

MTL - LINEAR HALLEY -FLAT

Model number: T6030 

PAGE 30

MTL - LINEAR HALLEY 30� + 45�
Model number: T6041 +T6051

PAGE 31

MTL - LINEAR HALLEY 30� + 45�
Model number: T6040 +T6050

PAGE 31

HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 20160429011

NAME: focus track light bar TYPE:T6041 T6051 WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: East Bright Lighting Address:Changping Town Dongguan City China.

0

30

60

90

120

150-150

-120

-90

-60

-30

UNIT:cd
C0/180

UNIT:cd

C30/210

UNIT:cd

C60/240

UNIT:cd

C90/270
AVERAGE BEAM ANGLE(50%):110.5 DEG

0.0

13.9

27.8

41.7

55.6

69.5

LUMINOUS INTENSITY DISTRIBUTION

-90 -60 -30 0 30 60 90
ANGLE(DEG)

LUMINOUS INTENSITY DISTRIBUTION

0

14
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d
)

C0/180
C30/210
C60/240
C90/270

DATA OF LAMP

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)

Effictive Flux(lm)

•

•

S/MH(C0/180)

S/MH(C90/270)

Voltage(V)

Current(A)

Power(W)

Power Factor(PF)

EEI

EDISON 3528

3

12

198.6

1

12.1

69.59

100.0

198.56

56.9

3.5

96.5

187.9

1.26

1.23

12.06

0.289

3.490

1.000

0.164

Test System:HOPOO HPG1800 Test Set: 8.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:9.070 mOperators:Lang
Test Date:2016-04-29 Remarks:
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HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 

NAME: 10W变焦小射灯(L) TYPE:T8011(L) WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: Address:

0

30

60

90

120

150-150

-120

-90

-60

-30

UNIT:cd
C0/180

UNIT:cd

C30/210

UNIT:cd

C60/240

UNIT:cd

C90/270
AVERAGE BEAM ANGLE(50%):22.9 DEG

0

614

1229

1843

2458

3072

LUMINOUS INTENSITY DISTRIBUTION

-90 -60 -30 0 30 60 90
ANGLE(DEG)

LUMINOUS INTENSITY DISTRIBUTION

0

614

1229

1843

2458

3072

I
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(
c
d
)

C0/180
C30/210
C60/240
C90/270

DATA OF LAMP

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)

Effictive Flux(lm)

•

•

S/MH(C0/180)

S/MH(C90/270)

Voltage(V)

Current(A)

Power(W)

Power Factor(PF)

EEI

BRIDGElux V8

9

24

623.2

1

24.2

3072

100.0

623.17

72.3

2.6

97.4

467.2

0.32

0.36

24.16

0.356

8.620

1.000

0.206

Test System:HOPOO HPG1800 Test Set: 8.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:9.070 mOperators:
Test Date:2018年09月12日 Remarks:
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HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 20160429010

NAME: diffuser track light bar TYPE:T6040 T6050 WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: East Bright Lighting Address:Changping Town Dongguan City China.

0

30

60

90

120

150-150

-120

-90

-60

-30

UNIT:cd
C0/180

UNIT:cd

C30/210

UNIT:cd

C60/240

UNIT:cd

C90/270
AVERAGE BEAM ANGLE(50%):20.3 DEG

0

231

463

694

926

1157

LUMINOUS INTENSITY DISTRIBUTION

-90 -60 -30 0 30 60 90
ANGLE(DEG)

LUMINOUS INTENSITY DISTRIBUTION

0

231

463

694

926
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(
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d
)

C0/180
C30/210
C60/240
C90/270

DATA OF LAMP

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)

Effictive Flux(lm)

•

•

S/MH(C0/180)

S/MH(C90/270)

Voltage(V)

Current(A)

Power(W)

Power Factor(PF)

EEI

OSRAM 3030

3

12

227.4

1

12.1

1157

100.0

227.37

79.2

3.3

96.7

157.5

0.37

0.37

12.10

0.237

2.870

1.000

0.153

Test System:HOPOO HPG1800 Test Set: 8.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:9.070 mOperators:Lang
Test Date:2016-04-29 Remarks:
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HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 201604080011

NAME: Focus track light bar TYPE:T6031 WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: East Bright Lighting Address:Changping Town Dongguan City China.

0

30

60

90

120

150-150

-120

-90

-60

-30

UNIT:cd
C0/180

UNIT:cd

C30/210

UNIT:cd

C60/240

UNIT:cd

C90/270
AVERAGE BEAM ANGLE(50%):112.4 DEG

0.0

13.7

27.3

41.0

54.7

68.4

LUMINOUS INTENSITY DISTRIBUTION
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ANGLE(DEG)

LUMINOUS INTENSITY DISTRIBUTION

0

14
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I
N
T
E
N
S
I
T
Y
(
c
d
)

C0/180
C30/210
C60/240
C90/270

DATA OF LAMP

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)

Effictive Flux(lm)

•

•

S/MH(C0/180)

S/MH(C90/270)

Voltage(V)

Current(A)

Power(W)

Power Factor(PF)

EEI

EDISON

3

12

202.2

1

12.0

68.52

100.0

202.24

67.2

4.4

95.6

189.7

1.25

1.29

11.98

0.251

3.010

1.000

0.141

Test System:HOPOO HPG1800 Test Set: 8.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:9.070 mOperators:Lang
Test Date:2016-04-08 Remarks:
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HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 201604080010

NAME: Focus track light bar TYPE:T6030 WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: East Bright Lighting Address:Changping Town Dongguan City China.

0

30

60

90

120

150-150

-120

-90

-60

-30

UNIT:cd
C0/180

UNIT:cd

C30/210

UNIT:cd

C60/240

UNIT:cd

C90/270
AVERAGE BEAM ANGLE(50%):20.4 DEG

0

214

428

642

856

1070

LUMINOUS INTENSITY DISTRIBUTION
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ANGLE(DEG)

LUMINOUS INTENSITY DISTRIBUTION

0

214

428
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856
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I
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(
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d
)

C0/180
C30/210
C60/240
C90/270

DATA OF LAMP

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)

Effictive Flux(lm)

•

•

S/MH(C0/180)

S/MH(C90/270)

Voltage(V)

Current(A)

Power(W)

Power Factor(PF)

EEI

OSRAM

3

12

232.3

1

12.1

1070

100.0

232.34

82.4

3.4

96.6

155.6

0.39

0.53

12.05

0.233

2.820

1.000

0.152

Test System:HOPOO HPG1800 Test Set: 8.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:9.070 mOperators:Lang
Test Date:2016-04-08 Remarks:
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